
PETG ASA

HDT (1.80 MPa) (°C)

Natural color

Density

Maximum size

Minimum tolerance

Tensile strength (MPa)

Young's modulus (GPa)

Elongation at break (%)

Impact resistance (IZOD) (KJ/m2)

Melting point (°C)

Rockwell scale

HDT (0.45 MPa) (°C)

-

on request

1,04 g/cm3

250x210x210 mm

±0,50mm do 100mm 

±0,6% nad 100mm 

-

1800

-

on request

1,24 g/cm3

500x500x500 mm

±0,50mm do 100mm 

±0,6% nad 100mm 

-

3500

-

16

55

-

55

- -

- -

11 12

85 96

500x500x500 mm 250x210x210 mm

Production technology                                                                                                                              

Fused Deposition Modeling /FDM/

- -

70 87

±0,50mm do 100mm 

±0,6% nad 100mm 

±0,5mm do 100mm 

±0,6% nad 100mm 

- -

1880 1800

on request on request

1,27 g/cm3 1,07 g/cm3

-

20

94

-

89

Material PLA ABS



Density 1,10 g/cm3 1,01 g/cm3 1,19 g/cm3

Natural color on request on request on request

Material TPU NYLON PC

Production technology                                                                                                                                 

Fused Deposition Modeling /FDM/

Tensile strength (MPa) 15 - -

Minimum tolerance
±0,50mm do 100mm 

±0,6% nad 100mm 

±0,5mm do 100mm 

±0,6% nad 100mm 

±0,5mm do 100mm 

±0,6% nad 100mm 

Maximum size 250x210x210 mm 250x210x210 mm 250x210x210 mm

Impact resistance (IZOD) (KJ/m2) - 11 40

Elongation at break (%) 300 - -

Young's modulus (GPa) - 1180 2650

HDT (0.45 MPa) (°C) 100 165 98

Rockwell scale Shore 32 D - -

Melting point (°C) 100 170 115

HDT (1.80 MPa) (°C) - - -



Material PA CF PEEK PEEK CF

Production technology                                                                                                                               

Fused Deposition Modeling /FDM/

Maximum size 300x300x600 mm 300x300x400 mm 300x300x400 mm

Density 1,20 g/cm3 1,30 g/cm3 1,34 g/cm3

Natural color black amber dark gray

Young's modulus (GPa) 8300 3738 8650

Tensile strength (MPa) 54,5 68 85

Minimum tolerance
±0,60mm do 100mm 

±0,75% nad 100mm 

±0,60mm do 100mm 

±0,75% nad 100mm 

±0,60mm do 100mm 

±0,75% nad 100mm 

Melting point (°C) - - -

Impact resistance (IZOD) (KJ/m2) - - -

Elongation at break (%) 1,8 4 2,1

HDT (1.80 MPa) (°C) 91 145 180

HDT (0.45 MPa) (°C) 128 ≥145 315

Rockwell scale - - -


